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The Product Information Manual is reserved exclusively for the use of the 

ARGO TRACTORS Sales & Dealer networks and must not be disclosed in 

whole or partially to third parties.

Every effort has been made to ensure that the information contained in this 

publication are as accurate as possible.

However, inaccuracies, errors or omissions may occur and the details of 

the specifications may be changed at any time without notice.

Therefore, all specifications must be confirmed with the McCormick dealers 

or distributors prior to any purchase.
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ÅPerformance

ÅVersatility

ÅDesign

ÅComfort

ÅEfficiency
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STAGE V

4 CYL 6 POWERSHIFTS
MAX POWER (with EPM)

155hp 
(165hp)

166hp 
(175hp)

X7.417 X7.418

STAGE V

6 CYL 6 POWERSHIFTS
MAX POWER (with EPM)

155hp 
(165hp)

166hp 
(175hp)

X7.617 X7.618

STAGE V

4/6 CYL 4 STAGES CVT
MAX POWER (with EPM)

166hp 
(175hp)

166hp 
(175hp)

X7.418 X7.618
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ÅNew Stage V structural engine

ÅNew hood & roof style in line with McCormick family feeling

ÅNew PowerShift transmission functions

ÅNew DSM menus with new functions

ÅUp to 12 LED roof working lights - 360° night visibility
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ÅMcCormick Metallic Red

ÅBlack rim tyres
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MODEL X7.450 P6-DRIVE X7.460 P6-DRIVE X7.417 P6-DRIVE X7.418 P6-DRIVE

ENGINE PERFORMANCE

Max power (with EPM) hp/kW 151/111 (165/122) 170/125 (176/129) 155/114 (165/121) 166/122 (175,4/129,0)

Max torque (with EPM) Nm 652 (676) 693 (693) 652 (676) 700 (700)

Max torque engine speed rpm 1400 1400

Torque backup (with EPM) 36% (41%) 37% (28%) - -

Engine type - Installation type NEF 45 - 4 cyl structural NEF 45 - 4 cyl structural 

Displacement cm3 4500 4500

Exhaust post-treatment category Stage IV - HJS (DOC+SCR) Stage V - HI-eSCR2 (DOC+SCRoF)

Mainteinance 500 hours interval maintenance 500 hours interval maintenance

CAPACITIES

Fuel tank litres 280 280

AdBlue / DEF tank litres 38 38

TRANSMISSION

Type P6-Drive - 6 powershift and 5 robotyzed ranges P6-Drive - 6 powershift and 5 robotyzed ranges

No. of gears ǒ54+27 with creeper - ƺ30+15 without creeper ǒ54+27 with creeper - ƺ30+15 without creeper

40 km/h - engine speed rpm ǒ1577 ǒ1577

50 km/h - engine speed rpm ƺ1971 ƺ1971

APS - Auto PowerShift ǒauto powershift & ranges shifting electro-controlled ǒauto powershift & ranges shifting electro-controlled

REAR PTO

Type electro-hydraulic multidisc with engage modulation electro-hydraulic multidisc with engage modulation

Speeds 540 / 540 E / 1000 / 1000 E 540 / 540 E / 1000 / 1000 E

FRONT AND REAR AXLES

Front axle ǒRigid - ƺSuspended with indep. wheels suspension ǒRigid - ƺSuspended with indep. wheels suspension

HYDRAULIC SYSTEM

CCLS flow rate ǒ123  l/min - o 160 l/min with Ultraflow ǒ123  l/min - o 160 l/min with Ultraflow

Rear spool valves (RH console) ǒ3 mechanical - o up to 3M + 1EHR ǒ3 mechanical - o up to 3M + 2EHR

Rear spool valves (MF armrest) ǒ3EHR - o up to 4+2EHR w/front hitch ǒ3EHR - ƺup to 4+2EHR w/front hitch

Flow divider with flow selector ƺ3 sections with push-pull connectors (EHR only) ƻ3 sections with push-pull connectors

Flow divider section flow rate l/min 60 l/min per section 60 l/min per section

Free flow return only - ǒ

Power Beyond ƺready or with push-pull connectors ƺready or with push-pull connectors

Mid mounted valves - flow rate 2 electro-hydraulics (with joystick) - 100 l/min 2 electro-hydraulics (with joystick) - 100 l/min

Hydraulic oil take out litres 40 40

REAR 3-POINT HITCH 

Category - hitch type III - quick hitch type III - quick hitch type

Max lifting capacity kg ǒ6400 - ƺ9300 ǒ6400 - ƺ9300

FRONT 3-POINT HITCH 

Category & hitch type ƺIII N with quick hitch type ƺIII N with quick hitch type

Max lifting capacity kg 3500 3500

FRONT PTO

Type ƺelectro-hydraulic multidisc with engage modulation ƺelectro-hydraulic multidisc with engage modulation

Speeds 1000 1000

CAB

Première Cab ǒ4 post cab fixed on silent block ǒ4 post cab fixed on silent block

Mechanical suspension ƺmechanical cab suspension system ƺmechanical cab suspension system

Noise level in the cockpit dB(A) 70 70

Working lights (RH console) ǒ10 halogen ǒ14 halogen - ƺ16 LED

Working lights (MF armrest) ǒ16 halogen - ƺ16 LED ǒ18 halogen - ƺ20 LED

ON-BOARD TECHNOLOGY

ISObus (front & rear) ƺ ƺ

PSM & EazySteer ƺready, full kit EGNOS, full kit RTK NTRIP ƺready, full kit EGNOS, full kit RTK NTRIP

Fleet Management - ǒready - ƺ3/5 years full plan (factory fitted)

Remote Diagnostic Management - ƺ3/5 years full plan (with Fleet Management)

WEIGHT AND DIMENSIONS

Wheelbase mm 2600 2651

Max cab height (PSM) - tires mm 2942 (3078) - 480/65R28 / 600/65R38 2942 (3078) - 480/65R28 / 600/65R38

Max lenght - tires mm 5070 - 480/65R28 / 600/65R38 5235 - 600/60R28 - 710/60R38

Max overall track - tires mm 2500 - 540/65R28 / 650/65R38 2580 - 600/60R28 / 710/60R38

Steering radius - tires mm 5400 - 480/65R28 / 600/65R38 5400 - 480/65R28 / 600/65R38

Weight with average specs kg 6500 6400

Gross vehicle weight kg 11500 11500

Max front-rear tires (index IR) mm 540/65R28 (IR 675) - 650/65R38 (IR 875) 600/60R28 (IR 675) - 710/60R38 (IR 875)
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MODEL X7.650 P6-DRIVE X7.660 P6-DRIVE X7.617 P6-DRIVE X7.618 P6-DRIVE

ENGINE PERFORMANCE

Max power (with EPM) hp/kW 151/111 (166/122) 165/121 (181/133) 155/114 (165/122) 166/122 (175/129)

Max torque (with EPM) Nm 632 (676) 694 (738) 652 (676) 700 (700)

Max torque engine speed rpm 1400 1400

Torque backup (with EPM) 36% (41%) 36% (41%) - -

Engine type - Installation type NEF 67 - 6 cyl iso-mounted NEF 67 - 6 cyl structural 

Displacement cm3 6700 6700

Exhaust post-treatment category Stage IV - Hi-eSCR (DOC+SCR) Stage V - HI-eSCR2 (DOC+SCRoF)

Mainteinance 500 hours interval maintenance 500 hours interval maintenance

CAPACITIES

Fuel tank litres 320 280

AdBlue / DEF tank litres 46 38

TRANSMISSION

Type P6-Drive - 6 powershift and 5 robotyzed ranges P6-Drive - 6 powershift and 5 robotyzed ranges

No. of gears ǒ54+27 with creeper - ƺ30+15 without creeper ǒ54+27 with creeper - ƺ30+15 without creeper

40 km/h - engine speed rpm ǒ1577 ǒ1577

50 km/h - engine speed rpm ƺ1971 ƺ1971

APS - Auto PowerShift ǒauto powershift & ranges shifting electro-controlled ǒauto powershift & ranges shifting electro-controlled

REAR PTO

Type electro-hydraulic multidisc with engage modulation electro-hydraulic multidisc with engage modulation

Speeds 540 / 540 E / 1000 / 1000 E 540 / 540 E / 1000 / 1000 E

FRONT AND REAR AXLES

Front axle ǒRigid - ƺSuspended with indep. wheels suspension ǒRigid - ƺSuspended with indep. wheels suspension

HYDRAULIC SYSTEM

CCLS flow rate ǒ123  l/min - ƺ160 l/min with Ultraflow ǒ123  l/min - ƺ160 l/min with Ultraflow

Rear spool valves (RH console) ǒ3 mechanical - ƺup to 3M + 1EHR ǒ3 mechanical - ƺup to 3M + 2EHR

Rear spool valves (MF armrest) ǒ3EHR - o up to 4+2EHR w/front hitch ǒ3EHR - ƺup to 4+2EHR w/front hitch

Flow divider with flow selector ƺ3 sections with push-pull connectors (EHR only) ƻ3 sections with push-pull connectors

Flow divider section flow rate l/min 60 l/min per section 60 l/min per section

Free flow return only - ǒ

Power Beyond ƺready or with push-pull connectors ƺready or with push-pull connectors

Mid mounted valves - flow rate 2 electro-hydraulics (with joystick) - 100 l/min 2 electro-hydraulics (with joystick) - 100 l/min

Hydraulic oil take out litres 40 40

REAR 3-POINT HITCH 

Category - hitch type III - quick hitch type III - quick hitch type

Max lifting capacity kg ǒ6400 - ƺ9300 ǒ6400 - ƺ9300

FRONT 3-POINT HITCH 

Category & hitch type ƺIII N with quick hitch type ƺIII N with quick hitch type

Max lifting capacity kg 3500 3500

FRONT PTO

Type ƺelectro-hydraulic multidisc with engage modulation ƺelectro-hydraulic multidisc with engage modulation

Speeds 1000 1000

CAB

Première Cab ǒ4 post cab fixed on silent block ǒ4 post cab fixed on silent block

Mechanical suspension ƺmechanical cab suspension system ƺmechanical cab suspension system

Noise level in the cockpit dB(A) 70 70

Working lights (RH console) ǒ10 halogen ǒ14 halogen - ƺ16 LED

Working lights (MF armrest) ǒ16 halogen - ƺ16 LED ǒ18 halogen - ƺ20 LED

ON-BOARD TECHNOLOGY

ISObus (front & rear) ƺ ƺ

PSM & EazySteer ƺready, full kit EGNOS, full kit RTK NTRIP ƺready, full kit EGNOS, full kit RTK NTRIP

Fleet Management - ǒready - ƺ3/5 years full plan (factory fitted)

Remote Diagnostic Management - ƺ3/5 years full plan (with Fleet Management)

WEIGHT AND DIMENSIONS

Wheelbase mm 2820 2760

Max cab height (PSM) - tires mm 2962 (3098) - 480/65R28 / 600/65R38 2942 (3078) - 480/65R28 / 600/65R38

Max lenght - tires mm 5260 - 480/65R28 / 600/65R38 5344 - 600/60R28 / 710/60R38

Max overall track - tires mm 2500 - 540/65R28 / 650/65R38 2580 - 600/60R28 / 710/60R38

Steering radius - tires mm 5800 - 480/65R28 / 600/65R38 5600 - 480/65R28 / 600/65R38

Weight with average specs kg 7200 6700

Gross vehicle weight kg 11500 11500

Max front-rear tires (index IR) mm 540/65R28 (IR 675) - 650/65R38 (IR 875) 600/60R28 (IR 675) - 710/60R38 (IR 875)
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MODEL X7.460 VT-DRIVE X7.660 VT-DRIVE X7.418 VT-DRIVE X7.618 VT-DRIVE

ENGINE PERFORMANCE

Max power (with EPM) hp/kW 170/125 (176/129) 165/121 (181/133) 166/122 (175/129)

Max torque (with EPM) Nm 693 (693) 694 (738) 700 (700)

Max torque engine speed rpm 1400 1400

Torque backup (with EPM) 37% (28%) 36% (41%)

Engine type - Installation type NEF 45 - 4 cyl structural NEF 67 - 6 cyl iso-mounted NEF 45 - 4 cyl structural NEF 67 - 6 cyl structural 

Displacement cm3 4500 6700 4500 6700

Exhaust post-treatment category
Stage IV - HJS 

(DOC+SCR)

Stage IV - Hi-eSCR 

(DOC+SCR)
Stage V - HI-eSCR2 (DOC+SCRoF)

Mainteinance 500 hours interval maintenance 500 hours interval maintenance

CAPACITIES

Fuel tank litres 280 320 280

AdBlue / DEF tank litres 38 46 38

TRANSMISSION

Type VT-Drive - CVT with 4 mechanical ranges VT-Drive - CVT with 4 mechanical ranges

Ranges shifting Mechanical ranges on wet clutches Mechanical ranges on wet clutches

40 km/h - engine speed rpm ǒ1500 ǒ1500

50 km/h - engine speed rpm ƺ1700 ƺ1700

REAR PTO

Type electro-hydraulic multidisc with engage modulation electro-hydraulic multidisc with engage modulation

Speeds 540 / 540 E / 1000 / 1000 E 540 / 540 E / 1000 / 1000 E

FRONT AND REAR AXLES

Front axle ǒRigid - ƺSuspended with indep. wheels suspension ǒRigid - ƺSuspended with indep. wheels suspension

HYDRAULIC SYSTEM

CCLS flow rate ǒ123  l/min - ƺ160 l/min with Ultraflow ǒ123  l/min - ƺ160 l/min with Ultraflow

Rear spool valves (MF armrest) ǒ3EHR - ƺup to 4+2EHR w/front hitch ǒ3EHR - ƺup to 4+2EHR w/front hitch

Flow divider with flow selector ƺ3 sections with push-pull connectors (EHR only) ƻ3 sections with push-pull connectors

Flow divider section flow rate l/min 60 l/min per section 60 l/min per section

Free flow return only - ǒ

Power Beyond ƺready or with push-pull connectors ƺready or with push-pull connectors

Mid mounted valves - flow rate 2 electro-hydraulics (with joystick) - 100 l/min 2 electro-hydraulics (with joystick) - 100 l/min

Hydraulic oil take out litres 40 40

REAR 3-POINT HITCH 

Category - hitch type III - quick hitch type III - quick hitch type

Max lifting capacity kg ǒ9300 ǒ9300

FRONT 3-POINT HITCH 

Category & hitch type ƺIII N with quick hitch type ƺIII N with quick hitch type

Max lifting capacity kg 3500 3500

FRONT PTO

Type ƺelectro-hydraulic multidisc with engage modulation ƺelectro-hydraulic multidisc with engage modulation

Speeds 1000 1000

CAB

Première Cab ǒ4 post cab fixed on silent block ǒ4 post cab fixed on silent block

Mechanical suspension ƺmechanical cab suspension system ƺmechanical cab suspension system

Noise level in the cockpit dB(A) 70 70

Working lights (MF armrest) ǒ16 halogen - ƺ16 LED ǒ18 halogen - ƺ20 LED

ON-BOARD TECHNOLOGY

ISObus (front & rear) ƺ ƺ

PSM & EazySteer ƺready, full kit EGNOS, full kit RTK NTRIP ƺready, full kit EGNOS, full kit RTK NTRIP

Fleet Management - ǒready - ƺ3/5 years full plan (factory fitted)

Remote Diagnostic Management - ƺ3/5 years full plan (with Fleet Management)

WEIGHT AND DIMENSIONS

Wheelbase mm 2600 2820 2651 2760

Max cab height (PSM) - tires mm 2962 (3098) - 480/65R28 / 600/65R38 2942 (3078) - 480/65R28 / 600/65R38

Max lenght - tires mm
5070

480/65R28 / 600/65R38

5235

600/60R28 / 710/60R38

5344

600/60R28 / 710/60R38

Max overall track - tires mm 2500 - 540/65R28 / 650/65R38 2580 - 600/60R28 / 710/60R38

Steering radius - tires mm 5400 / 5800 - 480/65R28 / 600/65R38 5400 / 5600 - 480/65R28 / 600/65R38

Weight with average specs kg 6700 7300 6700 7000

Gross vehicle weight kg 11500 11500

Max front-rear tires (index IR) mm 540/65R28 (IR 675) - 650/65R38 (IR 875) 600/60R28 (IR 675) - 710/60R38 (IR 875)
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Å New FPT StageV engine 4 and 6 cylinder without EGR and improved fuel injection strategy

Å New 6 cylinder platform with structural engine with compact wheelbase

Å New 4 cylinder platform with increased wheelbase (+50mm)

Å New DSM software and new command lever with new MyFunctions buttons (armrest only)

Å New bonnet and roof style with the new McCormick family feeling

Å New tyres configuration VF600/60R28 ïVF710/60R38

Å New Ultra-Flow hydraulic option also on CVT

Å Flow selector with up to 6 push-pull connectors (also with mechanical rear remote valves)

Å Free flow return in standard equipment

Å Fleet management and GNSS autoguidance antenna factory-fit solution

Å New Dromone® Automatic Pick-Up Hitch with new release lever in cab mounted

Å New darker cab interiors
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ÅRH console

ÅEasyPilot

Å3 mech. spool valves (std)

Å3 mech. + 1 EHR spool valves (opt)

Å3 mech. + 2 EHR spool valves (opt)

Å3 ways flow selector with 6 push-pull connectors (opt)
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ÅMultifunction armrest (opt)

ÅEasyPilot

ÅMyFunctions, MyLights & MyHMF (std with multifunction armrest)

Å3 EHR spool valves

Å4-5, 3+2, 4+2 3 EHR spool valves (opt)

Å3 ways flow selector with 6 push-pull connectors (opt)

ÅDSM touchscreen monitor - 12ôô (opt on P6-Drive) (opt)
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ENGINE

McCORMICK X7 SERIES
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McCormick X7 is equipped by FPT NEF 45 4 cyl or NEF 67 6 cyl engines.

The NEF 45 and NEF 67 engines are Stage V emission requirements 

compliant thanks to the HI-eSCR2 aftertreatment system.

The structural installation grants high maneuverability and versatility.
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NEF 45

4 CYL STAGE V ENGINE

NEF 67

6 CYL STAGE V ENGINE
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X7.418 POWER & TORQUE CURVES
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X7.618 POWER & TORQUE CURVES
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MODEL X7.417 X7.418 X7.617 X7.618

ENGINE PERFORMANCES

Rated power HP/kW 150,6/110,8 159,0/116,9 150,6/110,8 159,0/116,9

Rated power with EPM HP/kW 150,6/110,8 170,1/125,1 150,6/110,8 170,1/125,1

Max power HP/kW 155,3/114,2 166,3/122,3 155,3/114,2 166,3/122,3

Max power with EPM HP/kW 165,2/121,5 175,4/129,0 165,2/121,5 175,4/129,0

Rated engine speed rpm 2200

Engine speed - max power rpm 1900

Max torque without EPM (with EPM) Nm 651,9 (675,6) 700,0 (700,0) 651,9 (675,6) 700,0 (700,0)

Max torque engine speed rpm 1400

Torque backup without EPM (with EPM) % (%)

Manufacturer brand FPT

Engine type - Installation type NEF 45 - Structural engine NEF 67 - Structural engine

Exhaust post-treatment Stage V / Tier 4 Final HI-eSCR2

No. of Cyls / Displacements / Valves 4 / 4,5 litres / 16 6 / 6,7 litres / 24

Air filter system air filter with pre-cleaning stage and dust ejector

Air inlet system turbo intercooler

Fuel injection system high pressure common rail electronically controlled

Mainteinance 500 hours interval maintenance

Cooling system Matrix radiator pack with compass opening system

Viscotronic fan o

CAPACITIES

Fuel tank litres 280

AdBlue / DEF tank litres 38

Cooling system litres 27
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ÅUp to 90° hood opening angle

ÅSingle handle release

ÅEasy access maintenance

ÅMatrix parts opening system:

1 Water radiator

2 Oil / fuel radiator

3 Intercooler

4 Air conditioning condenser

5 Front PTO oil radiator
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By using the electronic motorized throttle valve of the turbocharger, the 

operator is allowed to increase the brake torque by pressing the Engine 

Brake pedal [1] in combination with the tractorôs brakes [2].
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Å New NEF45 & NEF67 Stage V engine with improved fuel-injection strategy

Å 4 cyl structural engine installation with longer wheelbase

Å 6 cyl structural engine installation with shorter wheelbase

Å New single-piece hood with 90° opening angle 

Å External blow-by filter

Å Engine brake pedal standard equipped

Å Cooling package with matrix opening system

25



ÅCompetitor's after-treatment system with DPF
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ÅFPT Hi-eSCR to Hi-eSCR2 after-treatment system's evolution

STAGE V

PATH

STAGE IV

PREV. PATH

Covered by 

13 patents
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Å EGR-free combustion with 1600bar Common-Rail 4 valves system

Å EGR-free single stage turbocharging solution

Å Maintenance-free Hi-eSCR2 with automatic exhaust flap

Å Compact design structural engine block integrated in vehicle chassis

27
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TRANSMISSION &
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ÅP6-DRIVE ZF TPT16 transmission

Å6 powershift and 5 robotyzed ranges

ÅMax speed 50 km/h (eco @1971 rpm)

ÅMin speed with creeper 400 m/h

ÅRPS with modulation controls

ÅEasyPilot on RH & Multifunction armest for

transmission management

Å4 speeds PTO
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MODEL X7.4 P6-DRIVE X7.6 P6-DRIVE

TRANSMISSION

Type P6-Drive - 6 powershift and 5 robotyzed ranges

No. of gears
ǒ30 AV + 15 RM without creeper ƺ54 AV + 27 RM with creeper AV + 

15 RM without creeper

Minimum speed km/h 0,4 with creeper - 3,2 without creeper

40 km/h - engine speed rpm ǒ- 1577

50 km/h - engine speed rpm ƺ- 1971

Transmission control
Easy Pilot on RH console (with mechanical spool valves)

Easy Pilot with multi-functions armrest (with electronic spool valves)

Reverse power shuttle electro-hydraulic with engage modulation control

APS - Auto PowerShift ǒ- automatic powershift & ranges shifting electronical control

REAR PTO

Type electro-hydraulic multidisc with engage modulation

Speeds 540 / 540 E / 1000 / 1000 E

PTO rated speeds rpm 2005 / 1608 / 1995 / 1600

PTO rotation clockwise (from the rear tractor view)

Rotation - spline shaft type ǒ6 splines shaft 1' 3/8"  -ƺ21 splines shaft 1' 3/8" 
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ÅVT-DRIVE Continuous Variable Transmission ZF TMT16 4 stages

ÅMax speed 50 km/h (eco @1690 rpm)

ÅMin speed 40 m/h

Å4 planetary gear set

ÅWet Clutches / No Dog Clutches

ÅRPS with modulation controls

ÅEasyPilot on Multifunction armest for transmission management

Å4 speeds PTO

32



X7 SERIES STAGE V

PRODUCT INFORMATION MANUAL

33

MODEL X7 VT-DRIVE

TRANSMISSION

Type VT-Drive - continuous variable transmission

No. of stages 4

Minimum speed - engine rpm m/h 40 - 2200

40 km/h - engine speed rpm ǒ- 1550

50 km/h - engine speed rpm ƺ- 1690

Transmission control Easy Pilot with multi-functions armrest

Reverse power shuttle electro-hydraulic with engage modulation control

REAR PTO

Type electro-hydraulic multidisc with engage modulation

Speeds 540 / 540 E / 1000 / 1000 E

PTO rated speeds rpm 2005 / 1608 / 1995 / 1600

PTO rotation clockwise (from the rear tractor view)

Rotation - spline shaft type ǒ6 splines shaft 1' 3/8"  -ƺ21 splines shaft 1' 3/8" 
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Å4 Speed PTO

Å540@2000 ERPM

Å540ECO@1600 ERPM

Å1000@2000 ERPM

Å1000 ECO @1600 ERPM

ÅNo power restriction in PTO mode

ÅModulated & adjustable start up

Å6 / 21 / 20 Spline Shafts

ÅAuto PTO Adjustable Set Point
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Å New proportional hydraulic valves on P6-drive transmission

Å Stepless VT-Drive transmission with 4 ranges on hydraulic clutches

Å P6-Drive with 40kph ECO and 50kph ECO opt. and Stop & Action with 

brake pedal

Å Boosted power up to 175hp in PTO and transport

35



X7 SERIES STAGE V

PRODUCT INFORMATION MANUAL

36



FRONT AXLE &

CAB SUSPENSION

McCORMICK X7 SERIES

RPD8



X7 SERIES STAGE V

PRODUCT INFORMATION MANUAL

ÅIFS - independent front suspension (opt)

Åhydraulically suspended

Åelectronically controlled

Ågreater driving safety and comfort

Åoutstanding comfort on and off road

Å100% Electrohydraulic 4WD & Diff lock

Åautomatic Self-levelling

ÅKit aftermarket one point greasing system
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ÅOptional mechanical cab suspension system

ÅOptional semi-active cab suspension system

(availability Q3 2022)
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Å Independent link front suspension with center-pivot axle

Å Rear mechanical cab suspensions with panhard schematic system

Å Rear Semi-Active cab suspensions system
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ÅHeavy duty front hitch (opt.)

Å3500 kg front lifting capacity

Åwith additional couplings and remotes

ÅFront PTO (opt.)

Å1000 rpm @ 2000 engine rpm

ÅElectrical switches for front hitch control

ÅCAT 3

ÅFP-PAC front weight ï800kg
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MODEL X7 P6-DRIVE X7 VT-DRIVE

FRONT AND REAR AXLES

Front rigid axle ǒ

Front suspended axle ƺ- IFS with independent front wheels suspension system

Traction type electro-hydraulic MFWD

Front differential lock wet clutch 100% electro-hydraulic

Rear differential lock wet clutch 100% electro-hydraulic

Rear axle - flanged type ǒ

Rear axle - bar axle type ƺ

BRAKING SYSTEM

Front braking system auto MFWD engagement while braking

Rear braking system 5 bath oil cooled discs

Trailer braking system
2 or 2+1 lines pneumatic system MR with or without single line 

hydraulic system, 2 line hydraulic system MR (40 km/h only)

Engine Brake ǒ

FRONT 3-POINT HITCH

Front hitch electronically controlled ƺ- with control position 

Category - hitch type III N - quick hitch type

Max lifting capacity at the hitches kg 3500

FRONT PTO

Type ƺ- electro-hydraulic multidisc with engage modulation

Speed 1000

PTO rated speed rpm 1920

Rotation - spline shaft type
ƺ- clockwise (from the front tractor view)

ǒ6 splines shaft 1' 3/8"

Rotation - spline shaft type
ƺ- counter clockwise (from the front tractor view)

ǒ21 splines shaft 1' 3/8"
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ÅCCLS (closed center load sensing system hydraulic circuit)

Å123 l/min with 52 l/min dedicated pump for steering (std)

Å160 l/min UltraFlow pump available as option (opt)

Å3 mechanical spool valves

80 l/min flow rate

Å3 mechanical +1 EHR spool valves (opt) 

80 l/min flow rate

Å3 mechanical+2 EHR spool valves with flow divider & joystick (opt)

80 l/min flow rate

Å3 ways flow diverter with 3 push-pull connectors (opt)

60 l/min diverter flow rate
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ÅCCLS (closed center load sensing system hydraulic circuit)

Å123 l/min with 52 l/min dedicated pump for steering

Å160 l/min UltraFlow pump available as option (opt)

Å3 EHR spool valves

100 l/min flow rate

Å4 / 5  EHR spool valves (opt)

100 l/min flow rate

Å3+2 or 4+2 EHR spool valves for FH (opt)

100 l/min flow rate

Å3 ways flow diverter with 3 push-pull connectors (opt)

60 l/min diverter flow rate 

48



X7 SERIES STAGE V

PRODUCT INFORMATION MANUAL

ÅRear linkage CAT 3

ÅQuick hitches

ÅMax rear lifting capacity at the hitches 6400 kg (std)

with additional cylinders Ø80 mm

ÅMax rear lifting capacity at the hitches 9300kg (opt)

with additional cylinders Ø100 mm

49



X7 SERIES STAGE V

PRODUCT INFORMATION MANUAL

ÅRear linkage CAT 3

ÅQuick hitches

ÅMax rear lifting capacity at the hitches 9300kg 

with additional cylinders Ø100 mm
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MODEL X7 P6-DRIVE X7 VT-DRIVE

HYDRAULIC SYSTEM

Hydraulic piston pump with CCLS ǒ

Flow rate ǒ123 l/min - ƺ160 l/min (UltraFlow) 

Steering dedicated pump - flow rate ǒ52 l/min

Rear spool valves P6-Drive ǒ3 M - ƺ3M+1E, 3M + 2E, 3E, 4E, 5E, 3+2E, 4+2E

Rear spool valves P6-Drive & VT-Drive ǒ3 EHR - ƺ4E, 5E, 3+2E, 4+2E

Flow divider with flow selector ƺ3 sections with dedicated push-pull connectors

Flow divider section flow rate 60 l/min each section

Free flow return ǒ

Power Beyond ready ƺwith free flow return

Power Beyond ƺwith push-pull and free flow return

Mid mounted spool valves - flow rate 2 electro-hydraulics with multi-functions joystick - 100 l/min

Front Loader ready kit ƺ

Hydraulic oil take out litres 60

REAR 3-POINT HITCH

Rear hitch electronical control lower pins draft control, control position, intermix and floating 

Category - hitch type III - quick hitch

Max lifting capacity at the hitches kg ǒ6400 - ƺ9300 (std on VT-DRIVE)
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Å New Ultra-Flow hydraulic option also on CVT

Å Flow selector with up to 6 push-pull connectors (also with mechanical 

rear remote valves)

Å Free flow return in standard equipment
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ÅSpacious cab made of soft-touch materials

Å4 pillars high visibility cab

ÅErgonomic RH console design

ÅOne-piece windscreen

ÅOpenable roof hatch

ÅDAB Radio with MP3 & sound system
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The Dashboard can be 

easily configured in up to 

5 different scenarios by 

the operator.
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With the MyTractor menu 

it is possible to store all 

the tractor parameters 

already created from the 

other DSM menus (e.. 

MyHMF sequences or 

MyFunctions

configurations) and recall 

them in one go.
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With the MyUser menu, 

especially when the 

tractor is used by several 

operators, it is useful to 

create the "Mike Red" 

user menu, set all the 

related DSM parameters 

and recall them simply 

by loading the "Mike 

Red" MyUser menu 

created.
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The MyLights menu 

allows the operator to 

configure the behavior of 

the lights in the 2 

available patterns.
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Å 14 with EasyPilot on RH consolle - 18 with EasyPilot with multi 

functions armrest (opt)

Å 16 with EasyPilot on RH consolle - 20 with EasyPilot with multi 

functions armrest (opt)

ÅHigher visibility with lower battery current consumption

Å Up to 6x lamps lifetime
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When DSM is included in the 

tractor configuration, the 

operator can set up to 5 

functions via the dedicated 

MyFunctions menu.
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